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MILITARY SPECIFICATION

RESISTORS, FIXED, FILM (INSULATEO)
ESTABLISHED RELIABILITY,

GENERAL SPECIFICATION FOR

This amendment forms a partofMIL-R.39017E, dated 19 March 1991,
and is approved for use by all Departments and Agencies of the
Department of Oefense.

PAGE 2

1.2.1.3, TABLE 11,title, add: ”~r. Also, at bottom oftable addthe following footnote

‘II Theresistance tolerance available ischaracteristic dependent (see 3.l).-

PAGES 4 AND 5

TABLE V, delete all “O.1“ percent columns in their entirety.

PAGE 5

TABLE V, second”1 .0” percent column, line 4: Add “40.2Cr.

PAGE 6

“ 2.1,1, SPECIFICATION, MILITARY “MIL-F-1 4256. Flux Soldering, Liquid (Rosin Base), delete in its entirety.

“ 2.1.2. after EIA documents. add the following

‘(APPfi~fiOn fOr cOPies should be addressed to the Electronic Industries Associatim, 25OO wiIs,o” Bo”!ward,
Arlington, VA 22201 -3634.~

2.1.2, after appticafion note, add the following:

“AMERICAN SOCIEW FOR TESTING AND MATERIALS (ASTM)

ASTM B545 - Standard Specification for Electrodeposited Coatings of Tin,
9

ASTM D1 193 - Reagent Water.

(APP~@~On fOr ~Pies should be addressed to the Anerican Society for Testing a“d Materials, 1916 RaCe weet.
Philadelphia. PA 19103.1167.)”

AMSC NIA 10f7
DISTRIBUTION STATEMENT A. Approved for public release distribution is unlimited.

FSC 5905
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PAGE 8

After 3.5.3, add the following new paragraph

“3.5.3. 1 Tin rJlated finishes. Use of tin plating is prohibited as a final finish and as an undercoat (see 6. 15). Use
of tin-lead (Sn-Pb) finishes are acceptable provided that minimum lead content is 3 percent-

FIGURE 1, delete and substitute the following:

NOTE: Exposed copper or base metal due to lead attachment within .050 (1.27 mm) of the resistor body shall
not reconsidered a reliability problem

FIGURE1. Solderabilitv requirements..

“3.5.4, delete in its entirety, and substitute:

“3.5.4, & ~emanufadurw shall veri~by cefification that only nonmmostie solder fluxshall be used
unless it mnbesh~that comos"weelements have been remov4satisfatio~ aRer soldering. Thetlux
shall beofsuch aquali~as toenable theresistor tomeetthe requirements ofthlsspmifi=tion. If cored solders
areusti, tiepropotion of flmtosolder byvolume shall be beWeen 1 percent and3 percent..

PAGE 9
1

3.6, 1ine4 Delete -(see 6.5~and substitute ”(see6.6Y.

PAGE 10

3.11. line 4,add the following "or f0.035percent perdegree Celsius (35 OpptiC) asapptimble"

PAGE 12

3.27.1, line Z Delete -(see 6.1)” andsubstitute lsee6.2Y

2
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PAGE 13

4.1.1, line Z DeIete”inspection- andsubstitute ”inspections-.

PAGE 14
4.1.2. add the follow’ng sentence

“In addition, the manufacturer shall demonstrate resistance temperature characteristic (RTC) control in process.”

4.4.2, fourth sentence Delete’Ten or20”and substitute ”Twelve”.

Afler 4.4.2, add the following paragraph

‘As an option, the manufacturer may dwelop a control procedure for minimum stabilization times required for
RTC testing, This procedure shall detail specific time elements required toreach thermal andeletitical stabifi~
forspecific patd-igns. Documentation ofttisprocedure andsuppoding data shall besubmiRed to the
qualifying actiity for approval. Upon approval bythequali~ng atiti~, themanufa&urer may usethis
procedure for minimum stabikaticm times for RTc testing. -

PAGE 15

T~LEVlll, Group 11,under .Numberofsample units" and"Number ofdefectives aJJowefl: Delete in their
entirety andsubstitute Y2sample units- and”O”. respectively.

PAGE 17
4.6.1, add the following new sentence

“Group B inspection for preparation of delivery is not required when the qualifying activity has allowed group B
testing to be performed annually (see table X):

PAGE 19

4.6.1.2.3,2, tine 4; Delete %und removed” ana substitute %und shall be removefl.

4.6.1.2.4, tine 3 Delete ‘selected. ir and substitute “~elected. Ir.

4.6.1 .2.5.2b., last sentence, delete in its entirety and substitute

“If the lot fails this solderability test the lot may be reworked a second time and retested. If the lot fails the
second rework, the lot shall be considered rejected and shall not be furnished against the requirements of this
specification,”

PAGE 21

4,6.1.3.1.1, tine 3 Delete .If one or more defects are found, a new sample” and substitute ‘A new sample-.

4.6.1.3.1.2, tine 3 Delete .If one or more defects are found, a new’ sample. and substitute “A nw s~mple-.
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TASLE x delete and substitute
7ASLE X. Group B inspection. ~1

Test Requirement Method Number of

paragraph paraqarph samples

SubarOup 1

Resistance-temperature characteristic 3.11 4.7.5

1
13

Short-time overfoad 3.14 4.7.8

SIJb(lrOuD 2

Rmistance to solvtmts 3.17 4.7.11 8

II If the manufacturer can demonstrate that these tests have been performed five consecutive times with zero
failures, the frequency of these tests, with the approval of the qualifying activity, can be performed on an
annual basis. If the design, material, construction or processing of the part is changed, or if there are any
quality problems .or failures, the qualifyhg activity may require resumption of the original test frequency?

PAGE 22

4.6.2.1.3, line 4: Delete “processes,” and substitute ‘processes, etc.”. Line !S Delete “essentially the- and
substitute ‘essentially the same conditions with essentially the-. Line 14: Delete “lhe failure. and substitute Yhe
failure and mrrective actim-.
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TABLE Xl, delete and substitute
“TABLE Xl. Grouo C inspection.

Inspection Requirement Method Number of Number of

paragraph paragraph sample units defecfives

for inspection allowed

!@dh!Y

Subqroup 1

Life 3.24 4.7,18 See4.6.2.l.l

Subaroup 2

Thermal shock

Resistance to soldering heat

Moisture resistance
: :; 1 ‘0 11

Q!Z!QLY

Subarouv 1 II

Shock (specified pulse) 3.22 4.7.16

Vibration, high frequency 3.23 4.7.17 1 10

Subaroup 2 I/

Dielectric withstanding voltage 3.18 4.7.12

1 1

1

Insulation resistance 3.19 4.7.13

Low-temperature storage 3.12 4.7.6 10

Terminal strength 3.15 4.7.9

Semiannual Z—.

High temperature exposure 3.25 4.7.19 102 u 1
., ,, ..- —-- .... . . .. ----- .. —- ——.——... . . . . . . . . . . . . . . . . . .L, ,rtnemanura"urer ~naemonsIrare cnarxnese Ieslsnave oee"penormeo rive co”sec”llve tlmeswl” zero
failur~, th~etests, tiththe approWl of thequafi~ng advity, can bedeletd. Themanufacfurer. however. shall
petiomth~e tests eve~three years aRerthe deletion aspanof lo"gterm design vetifi~tion. Ifthedesign,
material, construction orprocessing of thepati is changed, orifthere areanyqualify problems. thequalilying
ac6vify mayrequire resumpti.an of fhespecified tesfing. Deleficm oftesfing does not reliave the manufacturer
from meeting the test requirements in case of dispute.
~ lfthemanufatiurer candemonstrate thatthis test has been pedormed five consecutive times tith zero
failures, the freqwmcy of this test, with the approval of the qualifying activity, c.m be performed on an annual
basis. lfthedesign, material, construction orprocessing of thepati ischanged, orifthere areanyquafity
problems or failures, the qualifying activity may require resumption of the original test frequency.”

L
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PAGE 24

4.7.3 a.. delete in its entirety and substitute

- a. Measuring apparatus Dfifferent types of measuring test equipment (multimeters, bridges, orequivalent) are
permitted 10 be used on the initial and final readings of this test, provided the equipment is the same style, model,
or if it can beshown that thepefformance of the equipment is equivalent or better..

4.7.3 c., linel: Delete ”groupl” andsubstitute ”group l”.

PAGE 29

4.7.14 d., delete in its entirety.

4.7,14 e., linel: Delete "Measurements" andsubstitute "'Measurements".

PAGE 32

- 4.7.18 f(l), delete and substitute

“(l) Qualification inspection: DCresistance shall remeasured attheend of the30minutes offperiodaRer
250 +72. -24; 500 +72 -24; 1,000 +72, -24:2.000 +96, -24: hours have elapsed.

(2) Exlended fifetesting: DCresista.ce shall remeasured attheend afthe30 minutes offperiodaRer25O
+72-24: 500 +72-24: 1,000 +72-24: 2,000 +96-24: 4,000 +96 -24:6,000 +96-24: 8,000 +96-24; 1,000 +120-
0, Measurements shall bemadeas nearaspossibfe tothe specified time but may readjusted sothat
measurement need not bemadeduring cdherthan normaf weekdays.”

PAGE 34

4.7.21 .2.5, tine9: Delete "4.7.2 l.2.7.1. andsubstitute ''4.7 .2l.2.5.l".

PAGE 35

4.7.2 l.4c., first sentence, delete intisentirety andsubstitutw “Assoon asthermal equilibrium is established,
place the dip-type cell in the extract solution, making certain that the electrodes are completely immersed. -

Afler 6.4, add the foflowing nsw paragraph

‘6.4.1 Resistance tolerance bv characteristic. Theresistance tolerance available forresisfancetemperature
characteristics 100 ppm and 350 ppm is 1.2 percent and 2, 5, and 10 percent, respectively (see 3.1). -

PAGE 37
6.9.2, titfe Delete -(not for Navyuse)”.

6.9.3, title Delete ”(notfor Navy use)”. 1

Following 6.14, addthefollowing nsw paragraph:

“6.15 Tinglated finishes. Tnplating isprohitit@ (see 3.5.3 .l)since itmayresult intintiiskergrtih. Tin
tiskergrotih could adveSefy afl&the operation ofelectronic equipment systems. Foradditional information
on this matter, refer to ASTM B545(Standard Specification for Ele&rodeposited Coating of Ttn).-

PAGE 36

30,1, third sentencc Oelete-l 0or20"and .X"andsubstitute "l Tand Wfll-. respectively,

6
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The margins of this amendment are marked with a“ asterisk to indicate where changes from the previous
amendment were made. This wsdo"efor convenience only andthe Government assumes no liability
Vdlatsoever foranyinaccuracies inthese notations. Sidders andcontractors arecautioned to evaluate the
requirements of this document based on the entire cement irrespective of the marginal notations and relationship
to the last previous amendment.

CONCLUDING fvWTERIAL

Custodians:
Army - ER
Navy - EC
Air Force. 85
NASA - NA

Review activities
Army - AR. AT, AV, ME, Ml
Navy - AS. CG, MC, OS
Air Force -17, 19, 99
DLA -ES

Preparing acthfity
Army - ER

Agent
DtA -ES
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